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Firmware Instructions for 4043E and 4042E Sensors 
 

Keeping your 4043E and 4042E sensors up to date with the latest firmware is essential for ensuring 
they operate at peak efficiency and with all the latest features and security updates. This guide 
provides a step-by-step walkthrough for updating your sensor's firmware, ensuring that even those 
new to the process can successfully enhance their equipment without hassle. Whether you're 
looking to improve functionality, fix bugs, or enhance the security of your sensors, this firmware 
update guide is your go-to resource. 

Starting with ensuring a stable connection to your sensor, the guide takes you through accessing 
the sensor's built-in web page, navigating to the update section, and uploading the firmware file. 
We emphasize the importance of patience during the update process, which could take up to 30 
minutes, and provide insights into what steps to take upon completion of the update. Additionally, 
we cover how to access sensor readings and adjust settings post-update, including handling 
username and password changes. 

By following these instructions, users of the 4043E and 4042E sensors can confidently keep their 
devices up to date, maintaining optimal performance and security.

Procedure 

Ensuring that you have a good connection to your 
sensor. (See connection Guide for more details) Then 
enter your sensors IP address in the address bar of 
your web browser to access the built in web page. 

 

Then click on the system menu button in the top right 
corner and select Update.  

 

Now select Upload File and navigate to the file 
location where you extracted and stored your 
Firmware update file.  

 

Confirm that you would like to apply the Update and 
the process will continue.  

 

Note: Applying the update could take as long as 30 
minutes so please be patient.  

Once completed select Refresh to complete the 
installation.  

 



 

  

Bird is not responsible for omissions or errors. Specifications subject to change without notice. 

INSTALLATION GUIDE  

 

2 

 
www.birdrf.com 

To view the sensor readings, click on Table View and 
you will see the sensors display. 

 

To view or change settings enter your Username and 
Password. If the previous version did not have 
password capabilities the default username and 
password can be used: 

Username: admin 

Password: 123456789 

Note: If the sensor is reset the default password will 
change to the sensor’s serial number.  

 

After your initial login, it is highly recommended that 
you change the admin password. Leaving the default 
password will leave your device vulnerable. To change 
your password, select the system menu and select 
Change Password.  

 

Here are some things to keep in mind when selecting a 
username and password.  

- Usernames and passwords are case sensitive. 

- There is no minimum password length.  

- Passwords can be up to 100 characters in 
length. 

- The password supports Unicode characters. 

CATION: It is the user’s responsibility to choose a 
strong password.  

 

You are not ready to use your updated sensor.  


